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GROUNDCOVER PLANTING

TREE PLANTING DETAIL

SHRUB PLANTING

LAWN & SEEDING AREA

NTS

NTS

GENERAL PLANTING NOTES:

1. THE LANDSCAPE CONTRACTOR SHALL LOCATE AND VERIFY THE EXISTENCE OF ALL UTILITIES

PRIOR TO STARTING WORK. CONTACT DIG SAFE TWO FULL BUSINESS DAYS BEFORE PLANTING.

(48 HOUR MIN.)

2. THE LANDSCAPE CONTRACTOR SHALL SUPPLY ALL PLANT MATERIAL IN QUANTITIES SUFFICIENT

TO COMPLETE THE PLANTING SHOWN ON ALL DRAWINGS. THE PLAN QUANTITIES SHALL ALWAYS

SUPERCEDE THE PLANT LIST.

3.

4. ALL PLANT  MATERIAL SHALL CONFORM  AND BE INSTALLED TO THE GUIDELINES ESTABLISHED BY

THE CURRENT ANSI Z60.1.

5. NO PLANT SHALL BE PUT INTO THE GROUND BEFORE ROUGH GRADING HAS BEEN FINISHED AND

APPROVED BY THE PROJECT LANDSCAPE ARCHITECT OR EQUAL.

6. THE LANDSCAPE CONTRACTOR SHALL PROVIDE AMENDED PLANTING SOIL AS PER THE

CONTRACT SPECIFICATIONS.

7. SOIL DEPTH SHOULD BE AS LISTED BELOW WITH A 2/3 PLANTING SOIL TO 1/3 COMPOST MIX.

EXISTING SOIL ON SITE WHICH MEETS THE CONTRACT SPECIFICATIONS MAY BE USED. REMOVE

SUB GRADE AND OTHER GRAVEL FILL IN PLANTING AREAS ON SITE.

7.1. GROUND COVER BEDS: 12” DEPTH.

7.2. LAWN AREAS: 6" DEPTH

7.3. SHRUB/PLANT BEDS: 18” DEPTH

8. PLANTS SHALL BE INSTALLED SUCH THAT THE ROOT FLARE IS AT OR SLIGHTLY ABOVE FINAL

GRADE (DUE TO NURSERY PRACTICES THIS MAY REQUIRE REMOVING SOIL FROM THE TOP OF

THE ROOT BALL TO LOCATE THE ROOT FLARE.

9. ALL PLANTS SHALL BE BALLED AND BURLAPPED OR CONTAINER GROWN AS SPECIFIED.  NO

CONTAINER GROWN STOCK WILL BE ACCEPTED IF IT IS ROOT BOUND.  ALL ROOT WRAPPING

MATERIAL MADE OF METAL, BURLAP, SYNTHETICS OR PLASTICS SHALL BE REMOVED AT THE TIME

OF PLANTING.

10. WITH CONTAINER GROWN STOCK, THE CONTAINER SHALL BE REMOVED AND THE CONTAINER

BALL SHALL BE CUT THROUGH THE SURFACE IN TWO VERTICAL LOCATIONS.

11. THE DAY PRIOR TO PLANTING, ALL TREES AND SHRUBS SHALL BE FLAGGED  FOR APPROVAL BY

THE PROJECT LANDSCAPE ARCHITECT OR EQUAL.

12. STAKING PLANTS IS AT THE DISCRETION OF THE LANDSCAPE CONTRACTOR.

13. ALL PLANTS SHALL BE WATERED THOROUGHLY TWICE DURING THE FIRST 24 HOUR PERIOD

AFTER PLANTING.  ALL PLANTS SHALL THEN BE WATERED WEEKLY, IF NECESSARY, DURING THE

FIRST GROWING SEASON.

14. THE LANDSCAPE CONTRACTOR SHALL REFER TO CONTRACT SPECIFICATIONS FOR ADDITIONAL

REQUIREMENTS.

15. THE LANDSCAPE CONTRACTOR SHALL REFER TO THE PLANT LIST FOR ANY SEASONAL

REQUIREMENTS RELATED TO THE TIME OF PLANTING.
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PLANT BED

3" MAX.

NTS

NTS

NTS

Spacing 'D' Row 'A' Number of Plants Area Unit

6" O.C. 5.2" 4.61

1 SQ. FT.

8" O.C. 6.93" 2.6

10" O.C. 8.66" 1.66

12" O.C. 10.4" 1.15

15" O.C. 13.0" 7.38

10 SQ. FT.

18" O.C. 15.6" 5.12

24" O.C. 20.8" 2.91

30" O.C. 26.0" 1.55

36" O.C. 30.0" 1.25

4' O.C. 3.46' 7.25

100 SQ. FT.

5' O.C. 4.38' 4.61

6' O.C. 5.2' 3.2

8' O.C. 6.93' 1.8

10' O.C. 8.66' 1.16

12' O.C. 10.4' 8

1000 SQ. FT.

15' O.C. 13.0' 5

20' O.C. 17.3' 2.88

25' O.C. 21.65' 1.85

30' O.C. 26.0' 1.29

40' O.C. 34.6' 7.22 10,000 SQ. FT.
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PLANT SPACING CHART
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PLANT SPACING CHART DETAIL

NTS

2

TREE PLANTING ON SLOPE DETAIL

NTS
L200

FOR USE WHEN PLANTS ARE SHOWN

EQUIDISTANT FROM EACH OTHER (AS SHOWN)

GROUND COVER

2" FINE CHIPPED BARK MULCH, NO MORE.

DO NOT COVER FOLIAGE.

12" MINIMUM PLANT BED DEPTH

CONTAINING 2/3 PLANTING SOIL AND 1/3 COMPOST MIX

UNDISTURBED OR COMPACTED SOIL

PRUNE TO REMOVE DEADWOOD AND CROSSING BRANCHES

TOP OF ROOT BALL TO BE SAME HEIGHT AS PREVIOUSLY GROWN

2" FINE CHIPPED, PINE BARK MULCH, NOT MORE. DO NOT PLACE

AGAINST PLANT STEM.

2" EARTH SAUCER.

AMEND BACKFILL AS SPECIFIED, BREAK UP CLODS AND REMOVE

DEBRIS AND STONES.

UNDISTURBED OR COMPACTED SOIL

USE WIDE BELT-TYPE TIES; DO NOT USE ROPE OR WIRE IN HOSE

SLEEVES

· PRUNE DAMAGED OR BROKEN BRANCHES

IF STAKING:  3 - 2" X 2" HARDWOOD STAKES 1/3 HEIGHT OF TREE OR

MIN. OF 72" ALLOW FOR A DEPTH OF 12" BELOW UNDISTURBED

GRADE. (STAKING TO BE REMOVED ONE YEAR AFTER PLANTING.)

ROOT FLARE SHALL BE PLANTED AT R SLIGHTLY ABOVE FINAL GRADE

(DUE TO NURSERY PRACTICES, THIS MAY REQUIRE REMOVING SOIL

FROM THE TOP OF THE ROOT BALL TO LOCATE THE ROOT FLARE).

2-3" FINE CHIPPED BARK MULCH, NOT MORE. DO NOT PLACE MULCH

DIRECTLY AGAINST TRUNK.

2" EARTH SAUCER.

AMEND BACKFILL AS SPECIFIED, BREAK UP CLODS AND

REMOVE DEBRIS AND STONES. ADD PLANT MIX CONTAINING

2/3 PLANTING SOIL AND 1/3 COMPOST MIX. MIX COMPOST IN

THE TOP 6" FROM THE FINAL GRADE.

SCARIFY SUB GRADE TO 4".

· CUT & REMOVE ALL OF THE WIRE BASKET, EXCEPT THAT WHICH IS

UNDER THE ROOT BALL. LEAVE NO BURLAP EXPOSED ABOVE THE

SOIL SURFACE. REMOVE BURLAP FROM THE TOP 2/3 OF ROOT BALL

IF BURLAP IS MADE OF NATURAL FIBER. IF BURLAP IS PLASTIC OR

TREATED, CUT AND REMOVE ALL BUT THAT WHICH IS UNDER THE

ROOT BALL.

3 TIMES

DIAMETER OF

ROOT BALL

3 TIMES

DIAMETER OF

ROOT BALL

3 TIMES

DIAMETER OF

ROOT BALL

USE WIDE BELT-TYPE TIES; DO NOT USE ROPE OR WIRE IN  HOSE

SLEEVES

· PRUNE DAMAGED OR BROKEN BRANCHES

REUSABLE PERFORATED PLASTIC TREE WRAP (TO BE REMOVED ONE

YEAR AFTER PLANTING). USE IF NECESSARY.

IF STAKING:  3 - 2" X 2" HARDWOOD STAKES 1/3 HEIGHT OF TREE OR

MIN. OF 72" ALLOW FOR A DEPTH OF 12" BELOW UNDISTURBED

GRADE. (STAKING TO BE REMOVED ONE YEAR AFTER PLANTING.)

ROOT FLARE SHALL BE PLANTED AT R SLIGHTLY ABOVE FINAL GRADE

(DUE TO NURSERY PRACTICES, THIS MAY REQUIRE REMOVING SOIL

FROM THE TOP OF THE ROOT BALL TO LOCATE THE ROOT FLARE).

2-3" FINE CHIPPED BARK MULCH, NOT MORE. DO NOT PLACE MULCH

DIRECTLY AGAINST TRUNK.

2" EARTH SAUCER.

AMEND BACKFILL AS SPECIFIED, BREAK UP CLODS AND

REMOVE DEBRIS AND STONES. ADD PLANT MIX CONTAINING

2/3 PLANTING SOIL AND 1/3 COMPOST MIX. MIX COMPOST IN

THE TOP 6" FROM THE FINAL GRADE.

SCARIFY SUB GRADE TO 4".

· CUT & REMOVE ALL OF THE WIRE BASKET, EXCEPT THAT WHICH IS

UNDER THE ROOT BALL. LEAVE NO BURLAP EXPOSED ABOVE THE

SOIL SURFACE. REMOVE BURLAP FROM THE TOP 2/3 OF ROOT BALL

IF BURLAP IS MADE OF NATURAL FIBER. IF BURLAP IS PLASTIC OR

TREATED, CUT AND REMOVE ALL BUT THAT WHICH IS UNDER THE

ROOT BALL.

UNDISTURBED OR COMPACTED SOIL

LOOSEN SUB GRADE BY DRAGGING TEETH

OF THE BUCKET

6" MINIMUM PLANT BED DEPTH CONTAINING

2/3 PLANTING SOIL AND 1/3 COMPOST MIX.

· SOIL COMPACTION AFTER INSTALLATION

SHALL BE 75-250 PSI AT SOIL MOISTURE

BETWEEN FIELD CAPACITY AND WILTING

POINT

· SOIL COMPACTION AFTER INSTALLATION

SHALL BE 75-250 PSI AT SOIL MOISTURE

BETWEEN FIELD CAPACITY AND WILTING

POINT

LAWN

UNDISTURBED OR COMPACTED SOIL

LOOSEN SUB GARDE BY DRAGGING TEETH OF THE BUCKET

18" MINIMUM PLANT BED DEPTH CONTAINING 2/3 PLANTING

SOIL AND 1/3 COMPOST MIX.

2-3" FINE CHIPPED BARK MULCH, NO MORE. DO NOT COVER

FOLIAGE.

EDGE LAWN PER PLAN, 1" REVEAL (MAX.)

EXISTING GRADE.

L200

L200

L200

L200

L200

L200

L200

sheet no:

REMOVE BURLAP FROM TOP 2/3 OF THE ROOT BALL. NEVER LEAVE

BURLAP EXPOSED ABOVE THE SOIL. IF CONTAINER GROWN, REMOVE

POT COMPLETELY. LOOSEN ROOT MASS TO PREVENT GIRDLING.

RELEASED FOR
REVIEW

01/25/2018


	Sheets and Views
	2018-01-25 144 Knight Lane Landscape Set JH-L200 Planting Details


