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NOTES:

SEE LIGHTING SCHEDULE ON SHEET L101
FOR BOLLARD ORDERING INFO.

CONFIRM ELECTRICAL CONNECTIONS WITH
ELECTRICAL ENGINEER.
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Cree Edge™ Series

LED Pathway Luminaire

Product Description

Durable die-cast aluminum luminaire housing mounts directly to 4" (102mm)] diameter pole (included)
without visible mounting hardware for clean appearance. Pole mounts to rugged die cast aluminum
internal flange secured by three 3/8" - 16x6" anchor bolts with 1-1/4" hook (provided]. Note: T45 Torx
3/8" socket required for head installation. Top mounted LEDs for superior optical performance and light
control.

Applications: Landscape, walk-ways and general site lighting

Performance Summary
Patented NanoOptic® Product Technology

Made in the U.S.A. of U.S. and imported parts

CRI: Minimum 70 CRI ‘[2159.;12m]
CCT: 4000K [+/- 300K), 570K [+/- 500K) standard ' W L»
Limited Warranty*: 10 years on luminaire/10 years on Colorfast DeltaGuard® finish (177mm]
*See http://lighting.cree.corn/warranty for warranty terms ]
Accessories w
Field-Installed
Upgrade Kit
- Used for replacement of existing bollards with a bolt hole circle of 5.75" [14émm)
XA-XBP8RSY XA-XBPSRWH
XA-XBP8RBK XA-XBP8RBZ
(103mm]
Model Dim. "A" Weight*
Landscape (P0) 13" (330mm) 12.7 lbs. (5.8kg)
Landscape (P1) 18" (457mm) 13.3 lbs. (6.0kg)
Pathway (P3) 36" (914mm) 17.9 lbs. (8.1kg)
Pathway (P4) 42" (1068mm) 18.6 Lbs. (8.4kg)
Pedestrian (P8) 96" (2438mm) 28.4 lbs (12.9kg)

* Add 4.5 Lbs. [2.0kg) for 347-480Y

Ordering Information
Example: PWY-EDG-2M-P0-02-E-UL-SV-350

WB Welded Base Plate

P4 mount

- Minimum 70 CRI

PWY-EDG 02 E
LED Col Dri
Product Optic Mounting Count | Series | Voltage o or i Options
Options Current
(x9)
PWY-EDG | 2M PO 02 E UL BK 350 F  Fuse
Type ll 13" [330mm] landscape Universal Black 350mA - When code dictates fusing, use time delay fuse
Medium P1 120-277V BZ 525 - Refer to ML spec sheet for availability with ML options
3M 18" (457mm) landscape UH* Bronze 525mA HL Hi/Low [Dual Circuit Input)
Type lll P3 Universal sV - Available with P1, - Available with UL voltage and 525mA driver current only
Medium 36" (914mm) pathway 347-480V Silver P3, P4, and P8 - Refer to HL spec sheet for details
5M P4 - Available with WH mounts only - Sensor not included
TypeV 42" (1067mm) pathway P3, P4, and P8 White TL  Two-Level (175/525 w/integrated sensor control)
Medium P8 mounts only - Available with 12 or 27 voltages only
55 96" (2438mm) pedestrian 12 - Referto TL spec sheet for details
Type V Short 120v TL2 Two-Level (0/350 w/integrated sensor control]
27 - Available with 12 or 27 voltages only
2TV - Refer to TL spec sheet for details

TL3 Two-Level (0/525 w/integrated sensor control)
- Available with 12 or 27 voltages only
- Refer to TL spec sheet for details
- Standard on P8 mount option, available with P3 and

- Includes welded base cover
40K 4000K Color Temperature

- Color temperature per luminaire

* 347-480Y utilizes magnetic step-down transformer. For input power for 347-480V, refer to the Electrical Data table
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US: lighting.cree.com/lighting T (800) 236-6800 F (262) 504-5415 Canada: www.cree.com/canada T (800) 473-1234 F (800) 890-7507

BOLLARD LIGHT FIXTURE (SEE LUMINAIRE SCHEDULE ON L101 FOR ORDERING INFORMATION)
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