PLOT DATE: 10/21/2021 1:33 PM

LAWN BERMS

GRANITE CURBS TO

DEFINE ENTRY &
PROTECT PLANTING

KEY | QTY. |SCIENTIFIC NAME | COMMON NAME | size | SPACING | PERENNIALS
AMM 35 Achillea 'Moonshine' YARROW | GAL 24" O.C.
TREES AT 33 Amsonia tabernaemontana 'Storm Cloud' BLUE STAR | GAL 30" O.C.
_ _ g — , EB 7 Eryngium 'Blue Glitter' SEA HOLLY | GAL 18" O.C.
AA 2| Amelanchier x grandiflora ‘Autumn Brilliance SERVICEBERRY 2" CAL. AS SHOWN ES 17 | Echinacea 'Solar Flare SOLAR FLARE CONEFLOWR | GAL 18" O.C
EXISTING TREE TO AB 4 Acer freemanii 'Autumn Blaze' AUTUMN BLAZE MAPLE 3.5-4" CAL. AS SHOWN AF 36 Hosta ‘Fire Island’ FIRE ISLAND HOSTA | GAL TT O'C.
REMAIN AF 5 | Acer freemanii 'Armstrong’ ARMSTRONG MAPLE 2-2.5" CAL. AS SHOWN FRR 39 Hemerocallic Red Hor Rerarme SAYLILY - RED T GAL 5 O.C
NS 2 N)’SS.a s.ylva.tlca . _ . BLACK GUM 2-2.5" CAL. AS SHOWN HSR 39 Hemerocallis Stephanie Returns' DAYLILY - PEACH | GAL 8" O.C
GT 6 Gleditsia triacanthos inermis 'Steetkeeper STREETKEEPER HONEYLOCUST 2.5-3" CAL. AS SHOWN HYWR 39 Hemerocallis 'When My Sweetheart Returns' DAYLILY - CREAM | GAL 180.C
o M) 27 Monarda 'Jacob Cline' BEEBALM | GAL 24" O.C.
- N SHRUBS PA 19 | Perovskia atrilicifolia 'Little Spire’ RUSSIAN SAGE | GAL 24" O.C.
/ \ AML 42 Aronia melanocarpa 'Low Scape Mound' LOW SCAPE CHOKEBERRY 3 GAL 2'0.C. SA 4?2 Sedum 'autumn Joy' AUTUMN JOY STONECROP | GAL 24" O.C.
| O /‘ EXISTING TREE TO CAH 8 Clethra alnifolia 'Hummingbird' DWARF SUMMERSWEET 3 GAL. 3'O.C. RF 75 Rudbeckia fulgida 'Goldsturm' BLACK-EYED SUSAN | GAL 24" O.C.
\\ ! BE TRANSPLANTED CSA |5 Cornus sanguinea 'Arctic Sun' DWARF YELLOW TWIG DOGWOOD 3 GAL. 3'0O.C.
el CS 32 Cornus sericea 'Fire Dance' DWARF RED TWIG DOGWOOD 3 GAL 3'O.C. ORNAMENTAL GRASS
DL 35 Diervilla lonicera 'Copper’ COPPER DWARF HONEYSUCKLE 2 GAL 4' O.C. AG 2 Andropogon gerardii 'Red October BIG BLUESTEM 2 GAL 30" O.C
HM 22 Hydrangea macrophylla 'Cape Lookout' CAPE LOOKOUT HYDRANGEA 3 GAL. 3'0O.C. CA 67 Calamagrostis acutiflora 'Karl Foerster' FEATHER REED GRASS 2 GAL 18" OC
HP 22 Hydrangea paniculata 'Limelight’ LIMELIGHT HYDRANGEA 5 GAL 4' O.C. DC 202 | Deschampsia cespitosa ‘Goldtaur TUFTED HAIR GRASS I QT 4 OC
RA 35 | Rhus aromatica 'Gro-Low' GROW LOW SUMAC 2 GAL 4 0.C. By 16 [Panicum virgatum ‘Heavy Metal SWITCHGRASS T GAL 3 oC.
SB 63 Spiraea betulifolia "White Frost' BIRCHLEAF SPIREA 3 GAL 30" O.C.
SP 8 Syringa patula 'Miss Kim' MISS KIM LILAC 5 GAL 6' O.C.
™ 10 Taxus x media 'Everlow' EVERLOW YEW 3 GAL 4'O.C.
VD 10 Viburnum dentatum 'Blue Muffin ARROWWOOD VIBURNUM 5 GAL. 4' O.C.
/
— PEDESTRIAN POLE LIGHTS, SEE CIVIL GENERAL NOTES
—— METAL EDGING, : .
TYP I.  Contractor is responsible for all
' 5-HM - 8-HM — 6-HM damage due to his operations inside
' / and outside the contract limit line.
/ ~ EXISTING TREE TO 2. Contractor is responsible for
¥ REMAIN, TYP. .—. / checking spot elevations and verifying
— 5.HRR 109-DC H proposed grades by providing grade
ﬁ 5-HSR 16-RF i stakes. Grades must be approved by
5-HWR C13AT : — 3.SP — 3.5P — 2.SP Landsc?e Architect prior to
- - proceeding.
— ﬁ ﬁ # ﬂ 3. Contractor shall blend new work
T i i / smoothly with existing grades at
B ,; —5.pV 3-HRR / cont;acttl.imitllline and/or limit of
ﬁ—l i L] construction line.
3-3H|\_/|\§|; _‘ /J/ ~ 10-AML ~16-AML ~16-AML / 4. Contractor to verify that subgrades
] ~ i i are 6 inches below finished grade
21-RF I Ny PV _ . prior to spreading top soil for seeded
X 9-SA N . Z. N ﬁC——— N IR e N AR s O 1o areas.
/ /. e °° i )
( S AT ) / \' ) 5. A”dwﬁlki shztlll hz;ve 23 chIss pl'ccl;1 |
IS AT \ \ % %5 o '\ * ® ] * Py ] * ® 1 ® and all step treads and wall caps sha
9-RF Ty j , have 1% cross pitch unless otherwise
A p A P o =TT T R N I o— . O noted.
{ -y, 7, Lo s _ 6. Light fixture locations may be field
5-AF D 22-HP - 3-GT : o adjusted with prior Landscape
‘ € S _ 67'C_A ) 8'_C_AH /. Architect approval.
A R AR R AT A T AR TAAT D o o 1 7. Walkway layout to be approved by
R R > . = B A % Landscape Architect prior to
H . b \ % 7-EB 3 12-AG T / construction.
I ' N / i o = — ] / 8. Site furniture and wall locations to be
JRSen K 4HRR D T B-ES——4 . . verified by Landscape Architect prior
I AHSR N 1/ S & ; _ II-HF / to installation.
| ‘ S & i) " 4 - / 3-TM 9.  General Contractor is responsible for
4-HWR 2.AB — . = ‘ : ;
T . el A D ! all erosion control measures during
L L _CO'NCRETE' " 4-HRR — ” 15-CSA construction.
N ~TI-AB. Cet - SPHERES: . 4-HSR | - / 10. It is the intent of this contract to
T — 32-CS - BOUILDER SEATING/ ... 4HWR 7~ o avoid any disturbance to existing
7 e - 23-SA . CLIMBING S'TRU"CT'_URE' o TPA — . - IFE()E(II"SII\IIEGTLFF{’EE TO trees or shrubs on site other than
). - SN B VESEE : COI\.I.CRETE WITH & TR o J / : Ehose ispe:cuﬁcally deS||gnated for
: e o - ransplant or removal.
/'/‘ L e VN W .- INTEGRAL COLOR : S EXISTING PLANTING BED, Il. Liquidated damages for trees damaged
i 4 —————I2-HRR -~ L A‘ N . " 3'HIGH FENCE - et INFILL A’S SPECIFIED by construction operation shall be
T ~12-HSR ) L " . ENCLOSURE ° L $500 per caliper inch. Shrubs shall be
g L I2HWR - b e e 60-CA ——————’ ¢ D / $100 each.
" *.. - ELECTRICAL POST FOR " 8.RF M R— °® PY / [2. Base survey prepared by <INSERT
M ' . EVENTS/PERFORMANCES -, . o = SURVEYOR INFORMATION HERE>
oo B IR .. CONCRETE BAND —— — 1
Ll N T METALEDGING . 3' WIDE . . . -
S N[ TP e g PA e i |
{ - L CONCRETE PAVERS —— - : 1| D |
+ N e RS 7] /
‘ N G .. - /c" CONCRETE WITH ——————————— I /
\\,_/ DRGSR _'N-T:EG_RA',‘- _C.C_)LOR__ '._49fCA P = 7-T™ —— EXISTING CRABAPPLE
j O . /.. "\ STONEDUST PAVING — R ) - TREES
) / Sl Y ., CONERETE SPHERE —- S > | ) B ) | /
i T EDGING - - -, : _ —T N =~ LITTER RECEPTACLE |
I B : . N e e
T ’ - @ X -| \L'\ ol ) 2>-DC /
O RRERNE S o SR W 10-VD /
EURURNEC ST RS A
N N 0T i y Z 3 o s - . 0 s o
Sl L CONCRETE \\
/ / 63-SB 3.GT  SPHERES —SIGN
/
- 18-M) PICNIC TABLE, [ 35pa  PENCHES- |
19-M] 2-AA TYP. PLAN,;I:IE]I?\]SUFA?_F; - e
CONCRETE WALK . N
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TREE SET TO BE PLUMB

PRUNING SHALL BE DONE AFTER DELIVERY OF -
PLANTS AND AFTER PLANTS HAVE BEEN
INSPECTED AND APPROVED BY THE LANDSCAPE
ARCHITECT. PRUNING PROCEDURES SHALL BE
REVIEWED WITH THE LANDSCAPE ARCHITECT
BEFORE PROCEEDING. PRUNING SHALL BE DONE
WITH A CLEAN SHARP TOOL. CUTS SHALL BE
MADE FLUSH, LEAVING NO STUBS. NO TREE
PAINT SHALL BE USED. DEAD WOOD, SUCKERS
AND BROKEN AND BADLY BRUISED BRANCHES
SHALL BE REMOVED.

2" MULCH. DO NOT PLACE MULCH IN —— MULCH RING, 6-8' DIA.
CONTACT WITH TREE TRUNK.
MAINTAIN MULCH WEED-FREE FOR A

MIN. OF ONE YEAR AFTER PLANTING.

BACKEFILL WITH EXISTING SOIL IN —

TRUNK PROTECTION, REINFORCED RUBBER HOSE

DOUBLE #10 GA. TWISTED GUYING WIRE, 3 PER TREE
WITH TURNBUCKLE

MARK THE NORTH SIDE OF THE TREE IN THE NURSERY,
AND ROTATE TREE TO FACE NORTH AT THE SITE
WHENEVER POSSIBLE.

EACH TREE MUST BE PLANTED SUCH THAT THE TRUNK
FLARE IS VISIBLE AT THE TOP OF THE ROOT BALL. TREES
WHERE THE TRUNK FLARE IS NOT VISIBLE SHALL BE
REJECTED. DO NOT COVER THE TOP OF THE ROOT BALL
WITH SOIL.

SET TOP OF MAIN ORDER ROOTS FLUSH TO GRADE OR
["-2" HIGHER IN SLOWLY DRAINING SOILS.

4" HIGH TEMPORARY SOIL SAUCER BEYOND EDGE OF
ROOT BALL.

REMOVE ALL TWINE, ROPE, WIRE AND BURLAP FROM TOP
HALF OF ROOT BALL, 8" MIN. IF PLANT IS SHIPPED WITH A

SANDY LOAM SOIL, MIX IN 20% M%mmmm—m—m—\ || [Prr=mf— = WIRE BASKET AROUND THE ROOT BALL, CUT THE WIRE
COMPOSTED ORGANIC MATERIALWITH  — | | — X BASKET IN FOUR PLACES AND FOLD DOWN 8" INTO
EXISTING SOIL. GENTLY PACK THE 3 TIMES THEROOT BALL DIAMETER PLANTING HOLE. CUT ALL GIRDLING ROOTS.
BACKFILL, USING WATER TO SETTLE DUCK BILL TREE ANCHOR
SOIL AND ELIMINATE AIR POCKETS.
NOTES:
PLACE ROOT BALL ON UNEXCAVATED I. REMOVE ALL NON - BIODEGRADABLE MATERIAL FROM
OR COMPACTED NEW SUBGRADE TO PLANT PIT.
PREVENT SETTLEMENT. 2. REMOVE ALL PLANT MATERIAL TAGS, FLAGGING, AND
EXTRANEOUS LABELS, ETC.
I DECIDUOUS TREE PLANTING DETAIL
N.T.S.
R.
s gfg S % %
SRS
% :
GROUNDCOVER, VINE OR
PERENNIAL, TYP. f
—— 2" LAYER MULCH - DO NOT
PLACE MULCH IN CONTACT
WITH PLANT STEMS —
R sy | R I
B e | . FINISH . '
- T " GRADE R \*ﬁ*ﬁ*ﬁ*\:
——  TOPSOIL / PLANTING SOIL R =IEIE:
N = e s e e e = ANTEND PER SOIL TEST $ TR ( g
B R 1 e e e | s | e e ] e e | RECOMMENDATIONS S S RS s
~ EIETETENAETHETENENENAE AT SlSISISISTSISIE] SIS
= T T =] [ = UNEXCAVATED GROUND e L e T s ——
:m:m:m:m:m:m:m:m:m:m:m:‘ OR SUBGRADE m:m:m:m:m:m:m:m:m:m:m:m:
EEEEEEEEEEEE
ElEIEEEEEEEEEE
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4 GROUNDCOVER, VINE, PERENNIAL, ORNAMENTAL GRASS DETAIL
N.T.S.

8'0.C. Nom. DOUBLE RING Adorament option
% )
[ 1%" MONTAGE PLUS™Rail
‘ = R (si Cross- Section Below)

% e
¥ S =2
®
| —Post 25" x 16ga
|
L~
L~ %" 2 18ga Picket
6 L
®
I TTTU 0T T0 0T 0 000000000 ][]T
: ] X
2" Nom. __I L_ 354" TYPICAL Bracket Options
®
4' Min.
Footing Depth
NOTES:
1.) Post size depends on fence height and wind loads.
o See MONTAGE PLUS™ specifications for post T

sizing chart. E—
2.) Third rail required for Double Rings.
3.) Available in 3" air space and/or Flush Bottom on

most heights.

A\A

VANV

P

RAKING DIRECTIONAL ARROW-
Welded panel can be raked
30" over §' with arrow pointing down

grade.

MONTAGE PLUS™ RAIL
%"

7]

Q Q
OR®)

PROFUSION™WELDING PROCESS
No exposed welds,
Good Neighbor profile - Same
appearance on both sides

"

L

E-COAT COATING SYSTEM

MONTAGE PLUS™RAIL
Specially formed high strength
architectural shape.

LINE BOULEVARD UNIVERSAL BOULEVARD FLAT MOUNT
BRACKE BRACKET

Base Material

Uniform Zinc Coating
(Hot Dip)

Zinc Phosphate Coating

Epoxy Primer

Acrylic Topcoat

BX114 BX112/117 BX111

Values shown are nominal and not to be used for
installation purposes. See product specification
for installation requirements.

SHRUB SET TO BE PLUMB

2" MULCH. DO NOT PLACE
MULCH IN CONTACT WITH
SHRUB TRUNK. MAINTAIN MULCH
WEED-FREE FOR A MINIMUM OF
ONE YEAR AFTER PLANTING.

BACKFILL WITH EXISTING SOIL

IN SANDY LOAM SOIL, MIX IN 20%
COMPOSTED ORGANIC MATERIAL
WITH EXISTING SOIL. GENTLY
PACK THE BACKFILL, USING
WATER TO SETTLE SOIL AND
ELIMINATE AIR POCKETS.

PLACE ROOT BALL ON
UNEXCAVATED OR COMPACTED
SUBGRADE TO PREVENT
SETTLEMENT.

"

3 TIMES THE ROOT BALL DIAMETER

= EEE =]

NOTES:

REMOVE ALL NON - BIODEGRADABLE

MATERIAL FROM PLANT PIT.

2.

REMOVE ALL PLANT MATERIAL TAGS,
FLAGGING, AND EXTRANEOUS LABELS, ETC.

— — NUMBER OF
SPACING "D ROW A PLANTS/SQ.FT.
60" O.C. 51.06" 0.04
48"0.C 4152" 0.07
42°0C. 36.52" 0.10
36" 0.C. 31.20" 0.12
30"0.C. 26.00" 0.18
24"0C. 20.76" 028
PRUNE TO REMOVE DEAD AND NOTE:

DAMAGED STEMS. MAINTAIN
NATURAL SHAPE OF PLANT. DO
NOT SHEAR PLANT

L

QUANTITY OF SHRUBS AND SPACING AS NOTED IN PLANTING SCHEDULE

L

SHRUB SPACING

/ m PLANT CENTER

SET TOP OF MAIN ORDER ROOTS K
FLUSH TO GRADE OR ["-2" HIGHER
IN SLOWLY DRAINING SOILS.

4" HIGH TEMPORARY SOIL SAUCER
BEYOND EDGE OF ROOT BALL.

REMOVE ALL TWINE, ROPE, WIRE
AND BURLAP FROM TOP HALF OF
ROOT BALL, 8" MIN. IF PLANT IS
SHIPPED WITH A WIRE BASKET
AROUND THE ROOT BALL, CUT
THE WIRE BASKET IN FOUR PLACES
AND FOLD DOWN 8" INTO
PLANTING HOLE. CUT ALL
GIRDLING ROOTS.

PLANT ROW

ALL EQUAL
OR AS

D SHOWN ON
PLANTING
PLAN

2 SHRUB PLANTING DETAIL

N.T.S.

PLANTING BED WITH 2"
SHREDDED HARDWOOD
MULCH

12" MIN. PLANTING SOIL
AMEND PER SOIL TEST
RECOMMENDATIONS

PLANTING BED

¥¢" BORDER CONCEPTS
UNFINISHED STEEL EDGING

LAWN FINISHED GRADE

I5" STEEL STAKE

UNDISTURBED EARTH OR
APPROVED FILL
COMPACTED TO 95% STD.
PROCTOR

BORDER CONCEPTS, INC.
CHARLOTTE, NC
1-800-845-3343
1-704-541-5610

5 METAL EDGING DETAIL

N.T.S.

VICTOR m STANLEY"

7 3' HIGH METAL FENCE SPECIFICATION
N.T.S.

Product may be patented. Visit VICTORSTANLEY.COM for details.

PLANTERS BY FORM AND FIBER

P.O. BOX 2102, MABANK, TEXAS 75147

L
N

N.T.S.

6 METAL PLANTERS

N.T.S.

Create a timeless moment.™

8 6' BENCH
N.T.S.

 \ I [T 'y /
/,
e mas ///4

TRASH / RECYCLING CONTAINER

- 32 GALLON MINIMUM CAPACITY

- STEEL CONSTRUCTION WITH CONTINUOUS WELD SEAMS

- TWO SEPARATE HALF MOON HD PLASTIC LINERS

- STEEL LID WITH OPENINGS AND LABELS/SYMBOLS FOR TRASH & RECYCLING
- LID TO BE SECURED WITH ANTI-THEFT LANYARD

- COLOR: BLACK POWDER COATED

- ELEVATED SUPPORTS WITH OPENING TO SECURE IN PLACE

- MINIMUM 3 YEAR WARRANTY

UNITS TO BE SECURED WITH 1/2" DIAMETER STAINLESS STEEL EXPANSION

ANCHOR BOLTS DRILLED INTO CONCRETE. ADDITIONAL CONCRETE PAD AREA
MAY BE REQUIRED BASED UPON INSTALLATION LOCATION.

TRASH RECEPTACLE
N.T.S.

3 PLANT SPACING DETAIL

PLANTING NOTES

I.  All plant material in the plant schedule
shall be nursery grown in accordance
with ANSI in accordance with Z.60.1

Standards for measurement of
nursery stock.

2. All plants shall be guaranteed by the
Contractor for a period of one year

from date of receipt of Provisional
Acceptance of the completed
installation by the Owner.

3. Replacement plantings will be
required prior to Final Acceptance

for any plants which are missing, not
true to specifications, have died or
are unhealthy or uncharacteristic of
the species (due to excessive pruning,
dieback or other reasons).

All plant materials shall be selected
and tagged at the nursery by
Landscape Architect.

The Landscape Architect's approval is
required for any plant material

substitutions.
6. The Contractor is responsible for

immediately notifying the Landscape

Architect if any plant quantity
discrepancies exist between the
planting plan and the plant list.

7. All shrubs and trees will be sprayed

with the anti-desiccant "Wilt-Pruf" (

or approved equal) prior to the first
Winter (no later that November 30).
The Landscape Contractor shall have
the General Contractor locate all
underground utilities in areas to be
landscaped prior to commencing any
excavation. Adjustments to tree
locations will be allowed where utility
conflicts are clearly a problem and
with prior site approval by Landscape
Architect.

All plant bed, shrub and tree location
shall be staked in the field by
Contractor for Landscape Architects
approval prior to installation.
Adjustments to plant beds shall be
approved by Landscape Architect.
General Contractor is responsible for
all erosion control measures during
construction.

All disturbed areas are to be
topsoiled and seeded or sodded, as
indicated in the planting plan.

Mulch shall consist of
double-shredded hardwood mulch or
approved equal and Contractor is
responsible for providing samples of
mulch to Landscape Architect. Mulch
plant materials as shown on plan and
details.

It is the intent of this contract to
avoid any disturbance to existing
trees or shrubs on site other than
those specifically designated for
transplant or removal.

Liquidated damages for trees damaged
by construction operation shall be
$500 per caliper inch. Shrubs shall be
$100 each.

During construction, and until the end
of warranty period, existing trees that
are showing signs of stress as
determined by the Landscape
Architect are to be deep root
fertilized, two injections per caliper
inch per tree at 18" - 24" depth with
Peter's 20/20/20 fertilizer or
Landscape Architect approved equal.
Contractor is responsible for
verifying and confirming all plant
counts as supplied by the Landscape
Architect with field conditions as
constructed. Any discrepancies shall
be reported to Landscape Architect
for approval and direction.

Tree transplanting shall be performed
by a suitable hydraulic tree spade,
sized as necessary to perform the
work.

Prior to commencement of any
construction, all existing trees to
remain shall receive tree protection
fence at outer edge of dripline
whenever possible.
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PLOT DATE: 10/21/2021 1:32 PM

3

Hopper 180/Iroko Hardwood +
Galvanized Legs and Supports
(DETAIL/DIMENSIONS BY
EXTREMIS)

Extremis

Couthoflaan 20b

B-8972 Poperinge, Belgium

T + 32 57 346 020

F + 32 57 346 029
info@extremis.be

NOTE: LOCATION AND LAYOUT
OF CONCRETE SPHERES TO BE
FIELD VERIFIED AND APPROVED BY
LANDSCAPE ARCHITECT AND
OWNER IN THE FIELD.

I PICNIC TABLE
N.T.S.

SECTION THROUGH BERM
N.T.S.

BOULDER STEPS / CLIMBING STRUCTURE BUILT INTO BERM

VARIES; SEE PLAN

Belson Concrete Sphere Bollard;
Color Varies-see plan
Size Varies-see plan

(DETAIL/DIMENSIONS BY BELSON

OUTDOORYS)

Belson Outdoors, Inc.

I'l North River Rd.

North Aurora, IL 60542

USA

630.897.8489 phone
http://www.belson.com/Precast-Concrete-Sphere-Bollards

T

i

L
EN=1E

III—II%I II%

CONCRETE SPHERE WITH FOOTING

-

=1 %’in% ||%” %’irt

BELSON CONCRETE SPHERE
BOLLARD; SIZE AND COLOR
VARIES; SEE PLAN

ANCHOR STYLE A (DECORATIVE)
THREADED ANCHOR BOLT;
INSTALL PER MANUFACTURER'S
INSTRUCTIONS

FINISH GRADE; LAWN

SONOTUBE FOOTING;

SEE CIVIL FOR CONCRETE
REQUIREMENTS; SEE STRUCTURAL
FOR STRENGTH AND
REINFORCEMENT REQUIREMENTS

— DIMENSION X' SHOULD BE 3" LESS

THAN THE OUTSIDE OF THE
SURFACE AREA OF SPHERE
TOUCHING THE GROUND;
FOOTING SHALL BE HIDDEN FROM
VIEW

112" = 1'-0"

N.T.S.
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